
       

TECHNICAL SPECIFICATIONS : CORK FABRIC ART. 93-R13

                                                                
TEST RESULTS TEST METHOD
DETERMINATION OF SPECIMEN 
BREAKDOWN
( ABRASION RESISTENCE )
Martindale Test 12 Kpa

20,000 CYCLES *   
testing was not stopped at this point , sample had
not failed

UNI EN ISO 12947 – 2 : 00

DETERMINATION OF MAXIMUM FORCE AND 
ELONGATION AT MAXIMUM FORCE USING 
THE STRIP METHOD 
Longitudinal Strenght
Longitudinal Elongation
Trasversal Strenght
Trasversal Elongation

98,9 KG
+ 22,5%
51,0 KG
+ 21,0%

UNI EN ISO 13934-1 SEPTEMBER 2000

WATER REPELLENCY ISO 3
value ISO 1  ( 50 ) ( min )
value ISO 5 ( 100 ) ( max )

UNI 5956 : 1967

WATER REPELLENCY 
After washing or dry cleaning

ISO  1
value ISO 1  ( 50 ) ( min )
value ISO 5 ( 100 ) ( max )

UNI 5956 : 1967

OIL REPELLENCY 7
value 1 (min) – value 7 (max)

UNI 5956 : 1967

OIL REPELLENCY 
After washing or dry cleaning 

6
value 1 (min) – value 7 (max)

UNI 5956 : 1967

COLOUR FASTNESS TO RUBBING
Dry 
Humid 5

4
value 1 (min) – value 5 (max)

UNI EN ISO 105-X12 : 2003 – ISO 105 X12 : 
1993

COLOUR FASTNESS TO DAYLIGHT  
Colour change degradation :

Colour fastness to daylight grade:

3
value 1 (min) – value 5 (max)

4
value 1 (min) – value 8 (max)

UNI EN ISO 105/B02:2001 – ISO 105/B02 : 1998

COLOUR FASTNESS TO WASHING – 30°C

4/5
value 1 (min) – value 5 (max)

UNI EN 20105 P.TE – ISO 105C01

FLAMMABILITY TEST – CIGARETTE TEST
It is possible to meet BS5852/0 
,BS5852/1,BS5852/2,BS5852/5,M2

Test Passed BS 5852   : 1990
 IGNITION SOURCE 0 

DETERMINATION OF DIMENSIONAL CHANGE 
IN WASHING AND DRYING -  30 ° C
length ( wrap )
width ( weft )

- 1,5%
- 0,5%

UNI EN ISO 6330 :2002
UNI EN ISO 3759   :1997
UNI EN 25077   : 1998

EVALUATION OF STABILITY TO MACHINE 
DRY-CLEANING 
length ( wrap )
width ( weft )

- 1,7%
- 1,2%

UNI EN 3175   :1997
UNI 3175   : 1995
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