@ @ m TECHNICAL DATA SHEET
@ @ Q 0 Document VL-TDS-BCK-R10-EN - Revision Rev. 01 - Language: English

CORK FABRIC - R10 KEY CHARACTERISTICS

R].O CoaQU|ated baCking @ Leather-like hand

® Flexible and versatile

Cork fabric on a coagulated backing with a leather-like hand. e Particularly suitable for heel, wedge and platform

Flexible and versatile across a wide range of professional covering

applications. ® Suitable for many leather-goods applications

Key specifications Technical characteristics
TEST METHOD /
PROPERTY RESULT / DIRECTION
Backing material Approximate final thickness REFERENCE
Coagulated backing ~0.80 mm = 5% Tensile strength > 350/ > 350 UNI 4816/61
Including cork and backing. N/5 cm

Long. / transv.

Weight Standard usable width Elongation at >15/>20% UNI 4818/61
~ 386 g/m? 140 cm break Long. / transv.
Tear strength >20/>20N UNI4818/9 B!
Supply format Long. / transv.
Rolls
HS code 5907.00.00.90
Composition 1 NATURALE 105-R10 — Villani Leonello technical specification, 2018.
41% PU / 29% PES / 15% CO / 15% cork Technical values refer to the tested reference article and are
Typical finished-laminate composition. typical/measured reference values, not guaranteed family-wide minima. Test

methods are shown per value.

Surface treatment

Optional surface treatment based on water-based
polyurethane and natural and synthetic waxes, available on
request according to the intended application.

Recommended applications

Heel, wedge and platform covering; many leather-goods
applications.

Application guidance Documentation and support

Suitability should be confirmed according to the product, — Physical samples available on  — REACH compliance

manufacturing process and intended application. Preliminary IECIECSt dedaratt'on available on
reques

production testing is recommended.
— Support with application and backing selection

Produced in Italy by Villani Leonello in accordance with applicable
European REACH requirements.

This data sheet applies to Villani Leonello cork fabrics supplied with the R10 backing. The information in this data sheet reflects our current knowledge and does not
constitute a contractual guarantee of product characteristics.
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