
I N T E R I O R  S U R FA C E S  ·  T H E  CO L L E C T I O N

Flexible
Stone
Flexible natural stone veneer — a thin layer of real stone for
interior walls, furniture, panels, columns and curved
surfaces.
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01 TH E  MATER I A L

Real stone in a thinner, lighter
and more workable format.

Flexible stone veneer is a thin layer of natural
slate bonded to a textile or cellulose backing. It
preserves the colour, texture and mineral
variation of real stone while offering reduced
thickness and weight compared with a
conventional stone slab.

The material is supplied in sheets measuring 1220 × 610 mm

and is intended for interior applications. Its thinner construction

makes it easier to integrate into walls, furniture, panels, doors

and decorative elements where a genuine stone surface is

required in a more manageable format. CURVED INTERIOR WALL ·  FLEXIBLE STONE
VENEER

1220 × 610
mm
Sheet size

≈ 0.6 mm
Approximate thickness

Interior
applications
only
Intended use

Textile or
cellulose
backing
Available constructions

02 MA IN  APP L I C AT I ONS

Natural stone surfaces for interiors,

furniture and curved elements.

Flexible stone veneer can be used across residential, retail,
hospitality and contract interiors. The most suitable stone reference,
backing and installation method should be selected according to the
support surface, required flexibility and desired visual result.

Interior wall surfaces Furniture and cabinet
surfaces

Doors and panels Columns and curved
surfaces

Retail and showroom
interiors

Hospitality and contract
projects

Cabinet making and
woodworking

Decorative interior surfaces

Preliminary tests with the selected backing, support surface, adhesive system and
installation method are recommended before final application.
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03 BACK I NG S  &  CONSTRUC T I ON

Two backing options for different
interior requirements.
Flexible stone veneer combines a thin natural slate surface with a backing that supports handling and
application. The most suitable construction should be selected according to the support surface, required
flexibility, forming conditions and desired result.

Textile backing GREATER  FLEXIBILITY

The textile backing offers greater flexibility and helps the sheet
adapt more easily to the support. It is particularly suitable for
columns, curved panels and other gently formed interior surfaces
where the material must follow the shape of the substrate.

APPLICATION EX AMPLE ·  CURVED INTE R IOR  SURFACES

Cellulose backing FIRMER  CONSTRUCTION

The cellulose backing provides a firmer and more structured
construction. It is suitable for flatter decorative surfaces, furniture
fronts, doors and panels, or applications where greater stiffness is
preferred.

APPLICAT ION EX AMPLE ·  DOORS AND PANELS

04 MATER I A L  E F F I C I ENC Y  &  T ECHN I CA L  F EATURE S

Real stone in a thinner, lighter
construction.

Flexible stone veneer uses a thin layer of natural slate instead of a conventional solid stone slab. It preserves the visual and tactile
character of real stone while reducing thickness and weight, making the material easier to handle and integrate into walls, furniture,
doors, panels and custom interior elements.

The sheet format and backing should be selected according to the intended surface and forming requirements. Before production
or installation, the selected stone reference, backing, support, adhesive system and application method should be tested together.

T ECHN I CA L  F EATURE S

SURFACE Natural slate stone veneer BACKING  OPTIONS Textile backing or cellulose
backing

SHEET  SIZE 1220 × 610 mm APPROXIMATE

THICKNESS

≈ 0.6 mm

INTENDED  USE Interior applications only FLEXIBILITY Higher with textile backing ·
firmer with cellulose backing

Flexible stone veneer is intended for interior applications. It is not presented for exterior or wet-area use. Final suitability depends on the
selected backing, support, adhesive and installation process.
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05 TH E  CO L L EC T I ON

Natural stone references.
Each sheet is unique — natural mineral patterns vary from piece to piece.

Alpha Centauri 01

Deep graphite, fine linear striations

Maia 02

Silver grey with warm golden veining

Mars 03

Soft rosé and grey mineral wash

Mizar 04

Grey ground with copper-rose veining

Sirius 05

Ivory and sand, onyx-like swirl

Vega 06

Golden tones over a flowing grey grain

S AMP L E S

Request Flexible
Stone samples.
Ask for samples and technical information to evaluate

the most suitable reference and application method
for your interior project.

REQUEST  SAMPLES  →

VILLANI  LEONELLO  SNC

Via Limitese 158

I-50059 Spicchio, Vinci (FI), Italy

+39 0571 979 552

info@villanileonello.com
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